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MONTHLY FEATURED GREEN PRODUCTS  

LP TechShield® Radiant Barrier offers several advantages over other radiant 
barrier sheathing products.  TechShield® sheathing is manufactured with a 
patented incising process that creates vapor channels for moisture to pass 
through, releasing moisture nearly as fast as standard roof sheathing.  Most 
other radiant barrier products can trap moisture from early construction 
exposures that may lead to deterioration of the substrate and surrounding 
building systems.  

LP TechShield® Radiant Barrier is made of a thin durable sheet of aluminum 
overlay laminated to LP Oriented Strand Board (OSB), an innovative, 
affordable and environmentally smart wood-based structural panel made from 
wood ships and resins.  The OSB used in LP TechShield® Radiant Barrier 
sheathing is manufactured from a wide range of fast growing and relatively 
small trees, and is made by blending rectangular wood strands with thermal-
set, waterproof adhesives.  The treated strands are arranged in cross-
directional layers that are then pressed together under extreme heat and 
pressure.  The result is a rigid, dense engineered panel that is stiff, strong 
and durable.   

LP products are a natural choice for building green.  As a wood-based 
product, they have a low environmental impact and are a renewable 
resource.  As an engineered product, they use raw materials more efficiently 
than traditional products and are made with low emitting safe resins.     

LP Techshield Radiant Barrier  

PRODUCT GREEN CERTIFICATIONS 

Several design and construction practices can help reduce the impact of 
buildings on the environment.  LP TechShield® Radiant Barrier is an energy-
efficiency measure that can make a big difference.  By blocking heat from 
entering the home during warm months and keeping heat from escaping 
during colder months, less energy is required for cooling and heating.  
Reducing energy use results in decreased carbon emissions and a healthier 
environment. 

LP TechShield® Radiant Barrier uses 100% SFI certified wood from small 
diameter, rapidly regenerating trees.  All LP wood-based products are made 
from third party certified wood from sustainable managed forests.  LP 
TechShield® contributes to the ñOptimize Energy Performanceò credit in many 
programs, such as LEED, by helping structures improve their energy 
performance beyond the minimum required by the LEED standard.  The 
greater the percentage above the minimum, the greater the points scored.  

 

For more information on LP TechShield® Radiant Barrier environmental principles 
& certifications, please  view the following link:   

http://www.lpcorp.com/radiantbarrier/radiantbarrier.aspx 
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